Catalogue No: 140A-CZA-325

MOTOR PROTECTION CIRCUIT BREAKER 1.6-2.5A
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(actual product may vary based on configuration selections)

SPECIFICATIONS

Component Type Motor Control and Drives

Motor Protection circuit breaker 1.6...2.5 Amp, 0.75 kW

Compact size saves panel space, especially for group
motor installations

Excellent short circuit and thermal overload protection
limits the potential for damage

Ambient temperature compensation for accurate trip
times

Numerous field-installable accessories are available to
enhance the Bulletin 140A’s performance

Motor Protection Circuit Breaker

Approx. kW (AC 3, 400/415 V AC) 0.75 kW
le, Rated Operational Current, nom 2.5 A,nom
le, Rated Operational Current, nom 2.5 A,nom
Ir, Thermal Trip Setting, Min 1.6 Amin
Ir, Thermal Trip Setting, Max 2.5 A max
Im, Magnetic Trip Current 28 A

Icu, Rated Ultimate Short-Circuit Breaking Capacity, 400V

AC

50 kA @400VAC

Icu, Rated Ultimate Short-Circuit Breaking Capacity, 415V

AC

50 kA @415VAC

Ics, Rated Service Short-Circuit Breaking Capacity, 400V AC 50 kA

Ics, Rated Service Short-Circuit Breaking Capacity, 415V AC

50 kA @415VAC

IP Rating

IP20

REFERENCES

IECEX Certificate -

Supplier Declaration of
Conformity:

Installation Guide: -
User Manual: -
Manufacturer Datasheet: -

Manufacturer Catalogue
& Product Selection:

B

NHP Electrical Engineering Products 140AC2AB25 Datasheet

Bua AIIen-Bradley 1300 NHP NHP | nhp.com.au |

0800 NHP NHP | nhp-nz.com 18 October 2023, Page 1 of 1



	NHP_Datasheet
	140AC2AB25


