Catalogue No: 2080-LC50-24AWB

M850 14DI 10DO RELAY ENET RS232/485 120V AC

[&18 Allen-Bradley
2080-L50E-48QWB

Representative Photo Only

(actual product may vary based on configuration selections)

SPECIFICATIONS

Micro850 EtherNet/IP Controller, 14 Digital Input - 120V AC, 10
Digital Output Relay, 24V DC Input Power, Embedded USB
Programming Port, Ethernet Port and Non-Isolated RS232/485

Serial Port, 3 Plug-In Ports

Product Series

Micro850 (Bul. 2080-LC50)

Component Type PLC & I/0

Controller with onboard 1/0

Unom, Supply Voltage, DC, Nom 24 V DC
Memory, Program 10 kB memory
Memory, Data 20 kB memory
Quantity, Total Input 14 qty
Quantity, Digital Input 14 qty
Type, Digital Input 120V AC type
Quantity, Total Output 10 qty
Quantity, Relay Output 10 qty
Type, Relay Output NO 125V DC / 250V AC type
Number of Digital Inputs 14 qty
Digital Input Type 120V AC type
Number of Digital Outputs 10 qty
Digital Output Type Relay type
Communications Ports (On Board) RS232
RS485
USB (programming only)
Ethernet Copper
Real Time Clock Via Plug-In

Display Type Optional 1.5" Plug-in Display
Base Unit Plug-In Slots 3 Plug-in slots

Number of Plug-in Slots 3 qty

Number of Local Expansion Modules 4 qty local

Operating Temperature, Max 65 °C max

Operating Temperature, Min -20 °C min

Storage Temperature, Max 85 °C max

Storage Temperature, Min -40 °C min

Relative Humidity, Max 95 %RH
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Catalogue No: 2080-LC50-24AWB

M850 14DI 10DO RELAY ENET RS232/485 120V AC

IP Rating IP20
Shock Acceleration (Max.) 30 g
Vibration Acceleration (Max.) 2 m/s?
Vibration Frequency, Operational (Max.) 500 Hz
Vibration Rating IEC 60068-2-6
REFERENCES
IECEX Certificate -

Supplier Declaration of
Conformity:

Installation Guide: -
User Manual: -
Manufacturer Datasheet: 2080LC5024AWB_ManufacturerDatasheet

Manufacturer Catalogue
& Product Selection:

Micro850 24-Point Controllers
2080-LC50-24AWB, 2080-LC50-240BB, 2080-LC50-24QVB, 2080-LC50-24QWB

. — . 45912
Measurements in millimeters (inches)

Dimension Diagram
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http://literature.rockwellautomation.com/idc/groups/literature/documents/um/2080-um002_-en-e.pdf
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M850 14DI 10DO RELAY ENET RS232/485 120V AC
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Connection / Wiring Diagram
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